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GETMAN A64 MATERIALS TRANSPORT machines 
are part of a versatile fleet of underground logistics 
carriers engineered to deliver materials reliably and 
efficiently throughout a mining operation. Available 
crane packages enhance utilization across various 
applications, boosting productivity during loading and 
unloading activities while minimizing operational delays.

The A64 Crane offers payload capacities ranging from 
4,540 kg to 8,620 kg (10,000 lb to 19,000 lb), with 
each unit equipped with enclosed below-deck storage 
compartments for winches, straps, and tools. Low-deck 
and high-deck configurations provide loading flexibility, 
and the high-capacity crane delivers 180° of slewing and 

a 7.8 tm class capacity. Stake pockets and multiple tie-
down points ensure loads are securely fastened to the 
deck during tramming.

To promote a safer underground working environment, 
the A64 Crane reduces the need for manual lifting and 
material handling. Operators can manage crane functions 
remotely, keeping personnel safely distanced from 
moving loads. Integrated outriggers provide stability 
for all approved lifting operations, ensuring secure and 
reliable performance in every scenario.

PURPOSE-BUILT 
MINING EQUIPMENT

A64 CRANE 
MATERIALS TRANSPORT
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A64 CRANE 
MATERIALS TRANSPORT

TECHNICAL SPECIFICATIONS

ENGINE
•	 Stage V/ T4F Approved Cummins B 4.5 - 129kW (173 hp)
•	 Tier III approved engine (4 cylinder)

	› Cummins QSB4.5, 127kW (170hp)
•	 Liquid-cooled, turbocharged
•	 113 L (30 gal) fuel tank with self-closing cap
•	 Ansul LVS FSS, tied to engine shutdown

EXHAUST SYSTEM
•	 Exhaust after-treatment

TRANSMISSION
•	 Dana Clark powershift transmission
•	 Three speeds forward and reverse
•	 4-wheel drive

AXLES
•	 Planetary drive axles

	› Kessler S41 axle package
	› Optional Kessler S72 higher capacity axle package

TIRES
•	 Mine service tires

	› 12.00x20

BRAKE SYSTEM
•	 Service brakes are spring-applied, hydraulic-released, liquid-cooled 

multi-disc brakes on all wheels.  
•	 Automatic brake application (ABA) occurs upon fire suppression 

activation or loss of hydraulic accumulator pressure, transmission 
pressure or electrical power

STEERING
•	 Orbitrol controlled articulated frame steering
•	 Heavy-duty, self-aligning bearings inside replaceable inserts
•	 Two double-acting steer cylinders with replaceable bushings in 

cylinder and frame ears

HYDRAULIC SYSTEM
•	 Hot side/cold side engine layout
•	 Hydraulic hoses routed to cold side of engine
•	 Open or closed center hydraulic circuits 
•	 Diagnostic test ports with quick couple fittings for: each axle, 

service and park brake pressure, and hydraulic pumps
•	 10-micron return filter
•	 151 L (40 gal) hydraulic reservoir 

OPERATOR COMPARTMENT
•	 Three-point contact for entry and exit
•	 ROPS/FOPS certified canopy

	› Open cabin
	› Enclosed cabin with HVAC

•	 Operator + passenger seating
•	 Mechanical suspension operator seat
•	 Retractable lap seat belts

INSTRUMENTATION
•	 Engine coolant temperature
•	 Voltmeter
•	 Hour Meter
•	 Tachometer
•	 Transmission charge pressure
•	 Transmission oil temperature
•	 Brake accumulator pressure gauge
•	 Brake accumulator low-pressure warning
•	 Park brake applied indicator light
•	 Audio/visual alert for high engine temperature
•	 Visual alert for low engine oil pressure
•	 Transmission hours
•	 Transmission neutralizer
•	 Audio/visual alert for low hydraulic tank level
•	 Visual alert Engine ECM

ELECTRICAL SYSTEM
•	 24 V electrical system
•	 Lockable master switch (isolator)
•	 Maintenance-free batteries
•	 LED lighting package (IP69K rated)
•	 Sealed connectors
•	 Braided outer jacket harness protection

OTHER GENERAL EQUIPMENT
•	 Variable audio backup alarm (87-112dBA)
•	 2.3 kg (5 lb) fire extinguisher
•	 Wheel chocks
•	 Manual actuated Ansul LVS FSS tied to engine shutdown

OPTIONAL EQUIPMENT
•	 Wiggins fill system
•	 Brake Cooling Package
•	 Lincoln auto-lubrication package
•	 Ansul Checkfire automatic actuation fire suppression system with 

linear detection loop
•	 Door and/or seat belt interlocks
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A64 CRANE 
MATERIALS TRANSPORT

*Consult Getman for special configurations and additional deck space

DECK AND CRANE ARRANGEMENT*

MATERIALS TRANSPORTING PACKAGE
•	 Deck area for materials transporting

	› Low Deck: Deck height 870 mm (2 ft 10 in), distance between 
the fenders 1251 mm (4 ft 1 in)

	› High Deck: Deck height 1194 mm (3 ft 11 in), mounted over 
fenders for a fully flat cargo area

•	 Palfinger PK8.501A crane with shortened mast mounted at 
articulation joint

•	 Crane outriggers for unrestricted capacity when machine is 
articulated

•	 7.8 tm (56,400 ft-lb) class capacity crane
•	 180° crane slewing angle
•	 Storage compartments underneath deck
•	 Tie-downs for securing cargo during tramming

CRANE CAPACITIES

PK8.501A WEIGHT LIMIT

3.6 m (11 ft 10 in) OUTREACH 2000 kg (4410 lb)

5.5 m (18 ft 1 in) OUTREACH 1300 kg (2875 lb)

7.4 m (24 ft 3 in) OUTREACH 940 kg (2075 lb)

 

DECK CAPACITIES

S41 AXLES
12x20 TIRES

S72 AXLES
12x20 TIRES

A64 CRANE
Low Flatdeck

5,450 kg
(12,000 lb)

8,620 kg
(19,000 lb)

A64 CRANE HIGH 
Flushdeck

4,540 kg
(10,000 lb)

7,710 kg
(17,000 lb)

SE  (SIDE ENTRY) UPGRADE
•	 2-door, side entry, cabin
•	 Optional enclosed pressurized cab with cabin filter
•	 Forward & side facing swivel driver seat with armrests, mechanical 

suspension
•	 Two sets of pedals
•	 Joystick steering control
•	 Distributed Control electrical system
•	 Enhanced interactive display with a large-format screen
•	 Vehicle performance monitoring with on-screen gauges and 

diagnostics
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A64 CRANE 
MATERIALS TRANSPORT

DESIGN FEATURES AND LAYOUT

ENCLOSED SADDLE 
STORAGE

TWO HYDRAULIC STABILIZERS ENABLING 
FULL UTILIZATION OF CRANE CAPACITY

FLUID LEVELS EASILY CHECKED USING 
GROUND-LEVEL SIGHT GAUGES

ALL FILTERS AND LUBRICATION POINTS 
ACCESSIBLE FROM GROUND LEVEL

BUILT ON THE RELIABLE  
GETMAN A64 CHASSIS

7.8 tm (56,400 FT-LB) CLASS 
CAPACITY CRANE

CRANE LOCATED AT MIDSHIP TO 
MAXIMIZE DECK SPACE AND CAPACITY

STAKE POCKETS FOR 
SECURING LOADS

TIE DOWN POINTS
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A64 CRANE 
MATERIALS TRANSPORT

FRONT ENTRY DIMENSIONS AND MANEUVERABILITY

MACHINE LENGTH (Low Deck) 7831 mm 308 in

MACHINE LENGTH (High Deck) 8191 mm 322 in

WHEELBASE LENGTH 4267 mm 168 in

GROUND CLEARANCE 311 mm 12.25 in

MACHINE HEIGHT (Canopy) 2315 mm 91 in
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A64 CRANE 
MATERIALS TRANSPORT

FRONT ENTRY DIMENSIONS AND MANEUVERABILITY

MACHINE WIDTH 2286 mm 90 in

INNER TURNING RADIUS 4502 mm 177 in

OUTER TURNING RADIUS 7274 mm 286 in
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SCALE SIZE DRW. NO.

BY DATECN #

STD. TOLERANCES UNLESS OTHERWISE NOTED.
FRACTIONS  ±1/16" DEC.  ±.010 ANGLES  ±1°

D1/1603/05/2026 AD-SE-CRANE-FLT

A64 SE FLAT DECK CRANE, STAGE V ENGINE

NO. DESCRIPTION

DRAWN

TITLE

BF

               CONFIDENTIAL NOTICE
THIS DRAWING IS THE PROPERTY OF GETMAN CORPORATION
WHICH RESERVES ALL RIGHTS IN THIS DRAWING ITS
SUBJECT MATTER AND THE INVENTIONS DISCLOSED
THEREIN. THIS DRAWING IS LOANED SUBJECT TO THE
AGREEMENT AND UNDERSTANDING THAT ITS SUBJECT
MATTER IS NOT TO BE DISCLOSED, IN WHOLE OR IN
PART, TO ANY OTHER PARTY, AND THAT IT SHALL NOT
BE COPIED IN ANY MANNER WITHOUT THE EXPRESS
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OF THIS COPY WILL BE CONSTRUED AS AN ACCEPTANCE
OF THE FOREGOING CONDITION.

DATE

13'-7"
[4146]

13'-7"
[4146]

6'-7"
[2000]

3'-3"
[1000]

5'
[1524]

9'
[2744] 8'-3"

[2507]
14'

[4268]

92
[2346]

12.00X20 TIRES

14°

6'-11"
[2103]

R24'
 [R7326]R14'-9"

 [R4497]

1'
[313]

Palfinger PK8.501 Crane
with short mast

17,000# Capacity

7'-6"
[2286]

4'-1"
[1251]

11'-2"
[3391]

5'-5"
[1663]

27'-8"
[8439]

19°

40°

7'-6"
[2289]

4'-1"
[1251]

13'-6"
[4114]

FLATDECK WITH CRANE
REMOVED

SCALE SIZE DRW. NO.

BY DATECN #

STD. TOLERANCES UNLESS OTHERWISE NOTED.
FRACTIONS  ±1/16" DEC.  ±.010 ANGLES  ±1°

D1/1603/05/2026 AD-SE-CRANE

A64 SE FLUSH DECK CRANE, STAGE V ENGINE

NO. DESCRIPTION

DRAWN

TITLE

BF

               CONFIDENTIAL NOTICE
THIS DRAWING IS THE PROPERTY OF GETMAN CORPORATION
WHICH RESERVES ALL RIGHTS IN THIS DRAWING ITS
SUBJECT MATTER AND THE INVENTIONS DISCLOSED
THEREIN. THIS DRAWING IS LOANED SUBJECT TO THE
AGREEMENT AND UNDERSTANDING THAT ITS SUBJECT
MATTER IS NOT TO BE DISCLOSED, IN WHOLE OR IN
PART, TO ANY OTHER PARTY, AND THAT IT SHALL NOT
BE COPIED IN ANY MANNER WITHOUT THE EXPRESS
PERMISSION OF GETMAN CORPORATION. ACCEPTANCE
OF THIS COPY WILL BE CONSTRUED AS AN ACCEPTANCE
OF THE FOREGOING CONDITION.

DATE

13'-7"

[4146]

13'-7"
[4146]

6'-7"
[2000]

3'-3"
[1000]

5'
[1524]

9'
[2744] 8'-3"

[2507]
14'

[4268]
6'-11"

[2118] 29'-2"
[8893]

92
[2346]

12.00X20 TIRES

14°

6'-11"
[2103]

7'-6"
[2286]

R24'
 [R7326]R14'-9"

 [R4497]

26°
1'

[313]

Palfinger PK8.501 Crane
with short mast

12'-1"
[3679]

17,000# Capacity

7'-6"
[2287]

14'-11"
[4559]

FLUSH DECK WITH CRANE
REMOVED

19,000# Capacity

LOW DECK

HIGH DECK

A64 CRANE 
MATERIALS TRANSPORT

SIDE ENTRY DIMENSIONS AND MANEUVERABILITY

MACHINE LENGTH (Low Deck) 8439 mm 332 in

MACHINE LENGTH (High Deck) 8893 mm 350 in

WHEELBASE LENGTH 4268 mm 168 in

GROUND CLEARANCE 313 mm 12 in

MACHINE HEIGHT (Canopy) 2346 mm 92 in
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MATERIALS TRANSPORT

SIDE ENTRY DIMENSIONS AND MANEUVERABILITY

MACHINE WIDTH  (Low Deck) 2286 mm 90 in

MACHINE WIDTH  (High Deck) 2286 mm 90 in

INNER TURNING RADIUS 4497 mm 177 in

OUTER TURNING RADIUS 7329 mm 288 in
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A64 CRANE 
MATERIALS TRANSPORT

CRANE COVERAGE AREA
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Maximum Recommended
Longitudinal Tramming Gradient

Maximum Recommended
Transverse Tramming Gradient

30%

0% 0%

9%

A64 CRANE 
MATERIALS TRANSPORT

ENGINE AND PERFORMANCE

CUMMINS QSB4.5 ENGINE PACKAGE

MANUFACTURER Cummins

MODEL QSB4.5

STAGE Tier III

DESIGN 4 Cylinders in line, water cooled

MAX POWER 127 kW (170 hp) @ 2200 rpm

EXHAUST SYSTEM Catalytic exhaust conditioner and silencer

ASPIRATION Turbocharged

FUEL CONSUMPTION 243 g/kW-hr (0.399 lb/hp-hr)

Speed Chart with Estimated GVW: 20,400 kg (45,000 lb)
•	 Dana Clark Transmission
•	 S72 Kessler Axles
•	 12×20 Mine-Duty tires

Speed Chart with Estimated GVW: 11,800 kg (26,000 lb)
•	 Dana Clark Transmission
•	 S41 Kessler Axles
•	 12×20 Mine-Duty tires
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GETMAN CORPORATION  
59750 34th Avenue
Bangor, MI 49013 USA

Tel +1 (269) 427-5611
info@getman.com
getman.com

ABOUT GETMAN CORPORATION

Getman Corporation is a global supplier of mobile equipment 
to the mining industry, offering customer-specific solutions to 
underground mines in the production and production support 
classes of equipment.  All Getman equipment is designed with 
extensive research and development and is supported by over 
seventy years of experience in serving the underground mining 
industry.

Through our network of distributors we sell and support our 
products on six continents, offering exceptional product 
solutions and following up with world class aftermarket support.  
At Getman Corporation, designing and building vehicles for the 
underground mining industry is what we do.  We take pride in 
being the preferred supplier of underground production and 

production support equipment to miners globally by offering 
customer-specific, value-driven and long-lasting solutions.
For more information contact your Getman distributor or email 
us at info@getman.com, or visit our website at getman.com.

For parts or service support, email us at parts@getman.com  
or service@getman.com.

Getman Corporation assembled this datasheet with the intention of passing along the most 
accurate information possible, however this document shall not be binding in any way and shall 
be considered informational only.  All values stated herein are theoretical in nature.  All orders 
are accepted based on the terms and conditions set forth in the individual purchase or sales 
agreement.  Getman reserves the right to make changes to the specification herein at any time 
and without further notification.

Pictured machines in this document may contain optional and additional equipment.

A64 CRANE 
MATERIALS TRANSPORT


